	Firmware : 1.38
	HW Version : 1.1.0


New Features
· Modify BAND & Rate can select with CB mode. 

· Added B mode Output power control. 

· Modify kernel support Excel flash ES29LV320DB 、 ES29LV160DB & spansion flash S29JL064H. 

· Boot code: 

· - Support Excel flash ES29LV320DB、ES29LV160DB & spansion flash S29JL064H(4M) 

Problems Resolved
· Update WPA daemon(auth) to version v1.7b for the following changes: 

· - Add security log. 

· - Reset new allocated memory to fix the connection unstable problem when for 2nd or later STA to associate with AP. 

· - Fix a memory leak issue when WPA authentication was failed. 

· Update wlan driver to version v1.11 for the following changes: 

· - Add support for external LNA. 

· - Add log for ACL. 

· - Find tune rate adaptive mechanism. 

· - Fix bug of G-only client mode to associate to BG AP. 

· - Fix AP+WDS encryption problem. When AP is set to WPA or WPA2, WDS channel may not work if WDS security is enabled. 

· Modify init.sh remove Setup WAN interface. 

Changed
· Change AP mode wlan led type = 7 (Enable/tx/rx), CB mode = 5 (link/tx/rx) . 

· Edit SNMP webpage "Support WebAdmin Control" to "SNMP Daemon:" . 

· When reload seting to device show 18 Sec to count down. 

· Modify reboot webpage show 50 Sec to count down. 

· If setting to AdHoc mode remove Transparent bridge funtion. 

· Modify use SNMP get current auto TX rate issue. 

· Modify CB mode on webpage show signal level and noise level of current AP. 

· Boot code: 

· - Modify SDRAM clock for stability. 

